
















































Battery Capacity

Cell Type

AC+DC/PV Input Power

AC+DC Output Power(without grid)

Weight

Dimensions (L × W × H)

Charging Temperature

Discharging Temperature

Storage Temperature

Working Humidity

Noise

Working Altitude

2,304Wh (45Ah)

Lithium Iron Phosphate (LiFePO4, LFP)

2,400W Max.

2,500W Max.

28.3 kg/ 62.4 lb

420mm × 280mm × 366.5mm / 16.5in × 11in × 14.4in

0°C to 40°C / 32°F to 104°F

-20°C to 40°C / -4°F to 104°F

Up to 1 month: -20°C to 45°C / -4°F to 113°F

Up to 3 months: -20°C to 30°C / -4°F to 86°F

Up to 12 months: -20°C to 25°C / -4°F to 77°F

10% to 90%

50dB Max.

2,000m / 6,561ft

Model AC200P L

11. BLUETTI App

12. Specifications

Scan the QR code below or search "BLUETTI" in the App Store or Google Play to download 

the BLUETTI App.

For more details, please refer to BLUETTI APP INSTRUCTIONS.
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Cigarette Lighter Port × 1

USB-A × 2

USB-C × 2

48V DC Port × 1

Wireless Charging × 2

12VDC / 10A

5VDC / 3A, 9VDC / 2A, 12VDC / 1.5A, 18W Each

5/9/ 12/ 15/20VDC / 3A , 20VDC / 5A

48VDC / 8A

5W/7.5W/10W/15W

DC Output

Voltage

Current

Frequency

UPS

Power

AC Input

Interface

Power

Current

Voltage

2-pin Aviation Socket

1,200W Max.

15A Max.

12V to 145VDC

DC Input

Voltage

Input Current

44.8V to 57.6VDC

60A Max.

Battery Expansion Port

230VAC

10.5A

50Hz / 60Hz

Switching time ≤20ms

2,400W Max. (0%-80% in 60 minutes @ 25°C / 77°F)

WIFI

Bluetooth4.2

Wireless Charge

Operating Frequency

2412MHz～2472MHz

2402MHz～2480MHz

110KHz～205KHz

Maximum Transmit power

18.59dBm

8.42dBm

28.21dBμA/m

Modulation mode

BPSK/QPSK/16QAM/64QAM

/DBPSK/DQPSK/CCK

GFSK,π/4-DQPSK,8DPSK

ASK

Radio Frequency

Voltage

Current

Frequency

230VAC

10.5A

50Hz / 60Hz

Power

Overload Power

2,400W in total

2520W~3000W@2min

3000W~3600W@5s

>3600W@0.5s

AC Output
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13. Button Operation Instructions

Operation Function

Press the AC Power Button

Press the DC power button

Press the USB Power Button

Press the AC and DC Power 

Buttons simultaneously and hold 

for more than 2 seconds till the 

output frequency flashes

Press the DC Power Button in the 

Setting Mode

Press the AC Power Button when 

the setting item is flashing

Press and hold the DC Power 

Button in the Setting Mode

Turn on / off the AC output

Turn on / off the cigarette 

lighter port and RV port 

output

Turn on / off the USB 

output

Enter / exit the Setting 

Mode

Navigate through the 

setting items

Enable or disable the 

selected function.

Switch the status page

/

/

/

In the Setting Mode, the icons for the 

currently enabled functions remain lit, 

except for the flashing output 

frequency icon.

If you do not perform any operation 

in 1 minute, the AC200P L will 

automatically  exit the Setting Mode, 

and no changes will be saved.

The flashing setting item is selected 

and editable. In the Setting Mode, 

the corresponding codes will be 

displayed on the left side: 

P01: Output Frequency

P03: Charging Mode

P04: Power Lifting Mode

P05: ECO Mode

P06: Bluetooth

P07: WiFi

/

You can view relevant information 

on the status page. 

         : Serial Number

         : Error code

         : Historical faults

         : Version

Description
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14. Troubleshooting

In the Setting Mode, press and hold the DC Power Button to switch the status page until 

the         icon and the error code appear simultaneously on the screen. Please refer to the 

table below for helpful guidance.

Error Code Description

Inverter overload

Inverter overtemperature 

protection, AC output off

Inverter short circuit

PV overvoltage

PV overtemperature

DC output short circuit

DC output overcurrent

DC output overtemperature

Charging temperature too

high

Charging temperature too 

low

Discharging temperature 

too high

Alarm Icon

E001

E002

E003

E033

E039

E065

E067

E068

E085

E086

E087

Check if the power consumption of your 

devices is too high. Reduce the load if 

necessary.

Wait for about 10 minutes until the unit 

cools down, then turn on the AC output 

again.

1.Check if the power consumption of your 

devices is too high.

2.Check if any of your electrical devices are 

causing a short circuit.

Make sure the PV input voltage is within 

the range of 12V to 145VDC.

Wait for about 10 minutes until the unit 

cools down, then re-enable the PV input.

1.Check if the power consumption of your 

devices is too high.

2.Check if any of your electrical devices are 

causing a short circuit.

Check if the power consumption of your 

devices is too high. Reduce the load if 

necessary.

Wait for about 10 minutes until the unit 

cools down, then restart your devices.

Wait for the unit to cool down before 

charging.

Make sure the unit is placed in an ambient 

temperature of 0°C to 40°C (32°F to 104°F).

Wait for the unit to cool down before 

discharging.

Troubleshooting
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Discharging temperature 

too low

Grid overfrequency

Grid underfrequency

/

E088

E115

E116

Others /

Make sure the unit is placed in an ambient 

temperature of -20°C to 40°C (-4°F to 104°F).

Check if the grid frequency is too high. 

Contact your local power provider if 

necessary.

Check if the grid frequency is too low. 

Contact your local power provider if 

necessary.

Please contact BLUETTI support for 

assistance.

When in Error Code page, press and hold the DC Power Button to switch the status page, 

when the         appears, you can view the fault history. To clear the fault history, press and 

hold the AC Power Button for 2 seconds, and then release it.
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To estimate the operation time of the AC200P L, consider the load you're applying:

Operation time = Battery Capacity (Wh) x DoD x η ÷ (Load Power + AC200P L Self-con-

sumption)

Note: DoD refers to the depth of discharge. AC200P L works at 95% DoD for longer battery life. 

           η is the conversion efficiency of the inverter, typically over 93% for AC200P L.

            The self-consumption of AC200P L is approximately 12W.

E.g. If you have a 40W refrigerator, you can run it for about 39.1 hours.

Operation time = 2,304Wh × 95% × 93% ÷ (40W + 12W) ≈ 39.1 hours.

Please keep in mind that the estimated operation time provided is for reference 

purposes and may vary based on actual usage conditions. Factors such as low 

temperature and excessive loads can significantly affect the battery capacity, leading to 

a reduction in the average operation time.

Appx. 1  Estimating Operation Time

Appx. 2  FAQ

Q1: 

A:

Q2: 

A:

Q3: 

A:

Q4: 

A:

How do I know whether my devices will work well with this product?

Please evaluate the total constant load of your devices. If it doesn't exceed the Max. 

output power of AC200P L (2,400W), you can use this power station to run your 

devices. 

Note: Some devices with built-in motors or compressors may start at 2-4 times the 

rated power, which can easily overload the AC200P L.

Can I use third-party solar panels to charge this product?

Yes, you can. However, make sure your solar panels have an open circuit voltage of 

12V-145V and are equipped with MC4 connectors. It's also important not to mix 

different types of solar panels.

Can it charge and discharge at the same time?

Yes. It supports pass-through charging. The AC200P L comes with the premium 

LiFePO₄ battery and proprietary Battery Management System to ensure that it can 

charge and discharge at the same time.

Why is the charging power often too low?

AC200P L has a built-in intelligent BMS that automatically adjusts the charging 

power in response to the battery temperature and SoC, thus protecting the battery 

and extending its service life.
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